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E Shop Biodiesel samples 

We kindly thank you for your interest in our products (Biodiesel EN14214 – Biodiesel 
Colorless type) which produced by special technology which converts many types of 
fatty wastes into a homogeneous hydrocarbon liquid. 

Suitable for so many uses such as: 

� As fuel additive for getting advantages of biodiesel 

� As Renewable Fuel  

� Solvent for removal of many hard to remove material 

� As base ester in paints industries 

� Anti dusting in oil drilling  

� Source of Veggi Glycerin 

Benefits of Bio Rotterdam Additives as follows:  

1. improve the combustion of diesel fuel  

2. Saving fuel consumption 

3. Example: only less than 1% diesel saving , if the fuel price is ($ 1000), saving 
$ 10 and additive price not exceeding $ 1 per ton. 

4. Easy operation of engine in cold air. 

5. Reduce engine noise and vibration associated with operation. 

6. Reduce harmful environmental emissions such as carbon monoxide, sulfur 
oxides, vapors and others. 

7. Clean up "the fuel cycle" from the harmful deposition of precipitated sulfur 
compounds. 

8. Reduce the cost of maintenance of engine. 

9. Fragmentation of the formed sediments on the inner walls of the engine. 

10.  Works in all types of vehicles (cars - motors - boilers - ovens) for all 
conditions (old and modern). 

11. Regardless of fuel quality, it does its job with all quality, whether the fuel is 
bad or good. 

12. Upon detection by the electronic microscope on the samples of the exhaust 
produced by the smoker to burn diesel (diesel) without and with the additions 
observed reduction in the size of the particles after the use of additives and 
the different layers of exhaust formed and this leads to the ease of 
volatilization in the air and not deposition on the inner wall. 



13. When detected by X-ray change the presence of the element Pandium by 
union with other elements harmless volatiles with the air of the smoker and 
this leads to the low effects of the occurrence of erosion of the internal walls. 

14. When testing the degree of acidity of the exhaust produced by the combustion 
of diesel (diesel) without and with additives, the increase in the degree of 
acidity of additives for the combustion of diesel without additives and thus 
reduce the incidence of erosion in the internal walls (for engines - boilers - 
ovens) using additives. 

Why use biodiesel? 

� Biodegradable 

� Non-toxic 

� Favorable Emissions Profile 

� Renewable 

� Carbon Neutrality 

Our first pilot plant opened in May 2013. Following this opening we received a large 
amount of requests for Biodiesel samples from Biorotterdam, and in response we 
have opened this E-shop. We hope you find the ordering and payment process 
convenient. 

Biodiesel sample which will deliver to you had made from UCO and WVO also we 
are using our Patented technology for this production process. 

When the shipping costs for you order are available in our system then this Eshop 
enables you to arrange payment straight away. This is the case for shipments with a 
total weight below 70 kg (worldwide delivery) or below 200 kg within Europe. 
Payment options are limited to cash-in-advance (wire transfer) , Paypal , and credit 
card (online payment). Shipment is initiated directly after receipt of payment. 

If you have any questions with regard to the Eshop, biodiesel, payment or shipping, 
please feel free to consult the instructions or FAQ. Should those not provide you with 
a satisfactory answer please feel free to contact us at info@biorotterdam.com 
 

 

How to use :  

1- In general you can use around 5% of bio Rotterdam additives on your fuel 
tank according to capacity  

2- For example : 50 L tank of a small bus , it needs only 2.5 L of our additives to 
get the best result mentioned aboive 

3- Simply (2.5 L) shall be placed on diesel fuel tank before or during filling with 
petro diesel. 

 



Our commitment:  

1- Provide suitable items to the fuel additives' markets. 

2- Allow affordable prices in compare with similar products 

3- Committed High quality of our products 

4- Regular updates for the add-ons to suite all different operating conditions. 

5- improve the efficiency to work with different types of fuel petroleum fuels 

6- The required doses to reduce the cost of transport. 

 

Uses of Bio Rotterdam ME (Fuel Additives/Solvents) 

1 
Floating Lift 

Station 

Degreaser 

Makes a Lift Station Degreaser more effective by 

dissolving heavy grease and fat accumulations in a lift 

station and providing extended degreaser action. Also 

absorbs odors. (Clean Air) 

 

2 
Mold 

Release 

Great in release agents. With no petroleum and low 

VOCs, Biorotterdam will keep forms (Molds) clean 

while providing a perfect release 

 

3 
Cleaning % 

Degreasing  

Replaces petroleum and chlorinated solvents in basic 

parts cleaning processes. Other uses include 

household cleaners and asphalt cleaners. 

 

4 

Paint, Ink, 

Adhesive, 

Graffiti 

Removal 

Can be used in paint strippers, ink cleaners , Graffiti 

removers. 

 

5 Adjuvants 

Herbicide adjuvant products can use methyl ester as a 

replacement for petroleum-based components. These 

components enhance herbicide activity during 

application and reduce the total pesticide load on the 

environment, while being biodegradable , non-

volatile, low in toxicity and safer for workers.  



6 
Oil spill 

cleanup 

Methyl ester based shoreline cleaners are one of the 

exciting new technologies based on methyl ester. 

These products can also be used to bio-remediate 

weathered oil spills at refineries or tank farms and 

clean reactors & storage tanks currently in use 

 

7 Lubrication 

Great for lubricity additives, penetrating oils, and 

metalworking fluids. ME reduces friction and tool 

wear in machining and can replace conventional 

lubricants and additives.   

    

  

in cases which petroleum based solvents paralyzed , ME is a special powerful to clean up outer surface. 

The safe properties of ME make it ideal for use in hand cleaners. Automobile Technicians like it because it 

keeps hands clean when working with dirty parts. 



Biodiesel sample range: 

Item Description Price shipping Photo 

100 ml 
Biodiesel Free 

Sample 

100 ml bottle containing approximately 102g of biodiesel. 
Biodiesel is made from UCO , WVO . Manufactured in our 
plant Egypt. An MSDS will be attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will take around 5-10 working days, depending on 
your location. Shipping costs will be quoted in the next 
step. 

Free € 65.00 

 

2 Litres 
Biodiesel 

Bottle (Normal 
Quality) 

2 litre bottle containing approximately 2.5 kg of biodiesel. 
Biodiesel is made from UCO , WVO . Manufactured in our 
plant Egypt. An MSDS will be attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will take around 5-10 working days, depending on 
your location. Shipping costs will be quoted in the next 
step. 

€ 100,00 per 
bottle 

€ 88 

 

2 Litres 
Biodiesel 

Bottle (High 
Quality 

Colorless) 

2 litre bottle containing approximately 2.5 kg of biodiesel. 
Biodiesel is made from UCO , WVO . Manufactured in our 
plant Egypt. An MSDS will be attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will take around 5-10 working days, depending on 
your location. Shipping costs will be quoted in the next 
step. 

€ 200,00 per 
bottle 

€ 88.00 

 

 
10 L Jerrycan 

Biodiesel 

10 litre jerrycan containing approximately 12.5 kg of 
biodiesel. Biodiesel is made from UCO , WVO . 
Manufactured in our plant Egypt. An MSDS will be 
attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will take around 5-10 working days, depending on 
your location. Shipping costs will be quoted in the next 
step. 

€ 250,00 per 
container 

€ 190.00 

 

50 L Jerrycan 
Biodiesel 

50 litre jerrycan containing approximately 37.5 kg of 
biodiesel. Biodiesel is made from UCO , WVO . 
Manufactured in our plant Egypt. An MSDS will be 
attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will take around 5-10 working days, depending on 
your location. Shipping costs will be quoted in the next 
step. 

€ 400,00 per 
container 

€ 400.00 

 

1000 L volume 
IBC Biodiesel 

1000 litre IBC containing approximately 1000 kg of 
biodiesel. Biodiesel is made from UCO , WVO . 
Manufactured in our plant Egypt. An MSDS will be 
attached to the package. 
The price excludes VAT, and excludes local import taxes, 
duties and fees, which may apply in your country. Shipping 
time will depend on your location. Shipping costs will be 
quoted in the next step. Packaging costs (IBC) are 
included. 

€ 7500,00 TPA 

 

Special 
Quotation 

Shipments starting from 24 tonnes biodiesel can also be 
arranged. Contact us for more information. Contact 
info@biorotterdam.com 

Call TPA 

 
 

 


